


System Speci�cations

F10L

�h The specification and pictures are subject to change without notice.
�h All brand names are registered trademarks of their respective owners.

Processor      
Chipset      
System Memory     
Hard Disk Drive     
Optical Media Device    
 
Display      
Graphics & Video    
 
 
Audio      
 
 
I/O Devices   
 
 
I/O Ports   
 
 
 
 
 
Keyboard  
 
 
 
 
 
 
Wireless/Communications  
 
 
 
AC Adapter     
Battery      
Dimensions & Weight    
 
Certification     
Security 

(2008.09)

Germany
Twinhead GmbH
Nikolaus-Otto-Strasse 4
40670 Meerbusch-Osterath Germany
Tel : +49 (0)2159-6944-0
Fax: +49 (0)2159-6944-20
http://www.twinhead.de

Intel® Atom™ processor N270 (FSB 533MHz) 512KB L2Cache 

North Bridge: Intel® 82945GSE                                 South Bridge: Intel® 82801 GBM

One DDR-II 533/667 SODIMM Slot for 1GB/2GB (Max. 2GB)

2.5" 9.5mm high IDE HDD 120/160GB SATA 150

One internal optical drive for: 

�h DVD Dual (DVD-R/CD-RW/DVD-RW/DVD+RW)(SATA interface)

10.2" TFT LCD with WSVGA resolution (1024 x 600) / 250g, Anti-Glare Type, LED backlight

Intel® 945GSE built-in

�h Intel® enhancement AGP BUS equivalent hardware 2D/3D video graphic accelerators

�h Shared system memory up to 224MB Max. (Intel® Dynamic Video Memory Technology)

�h Intel® High Definition Audio 

�h Stereo: two 1.5W speakers

�h Internal Microphone

�h One SIM Card Slot

�h Camera Module-1.3 MEGA Pixel-SXGA (Factory Option)

�h 4 in 1 media card reader support MS/MS Pro/SD/MMC

�h Two USB 2.0 connectors

�h One 15 pins D-Sub connectors for external monitor

�h One Line-Out phone jack for external speakers

�h One Mic-In phone jack for external microphone

�h One RJ-45 jack for internal 10/100Mbps Ethernet

�h One DC-In jack

83 (US) Keys with Windows Key

Function Keys:

�h Fn+F1: Bluetooth off/on                                         �h Fn+F2: WLAN/3G Switch

�h Fn+F3: Touch Pad off/on                                        �h Fn+F4: Suspend to RAM/Suspend to HDD

�h Fn+F5: LCD/CRT Display Switch                           �h Fn+F6: Brightness Decrease

�h Fn+F7: Brightness Increase                                    �h Fn+F8: Volume Down 

�h Fn+F9: Volume Up                                                    �h Fn+F10: Mute

Modem: Integrated 56 Kbps v.92 fax/modem (MDC module) (Factory Option)

Ethernet: Integrated 10/100 Mbps Ethernet

Wireless: Mini Express Card Wireless LAN 802.11b/g (Factory Option)

WWAN: 3.5G Antenna supports HSUPA 7.2Mb/2Mb(Upgradeable to 5.7Mb)  (Factory Option)

Input: AC 100~240V 50/60Hz, Output: 20V/3.25A/65W

Standard: 3 cells 2400mAh Li-Ion battery (Approx. 2hrs)

266mm (W) X 202.5mm (D) X 29.5~34.5mm (H)

1.64Kg/3.62lbs

CSA,  CE, CB

Kensington Lock / Administrator password / Boot password

Support TPM (Factory Option)

Support “FlexGo” (Factory Option)

Twinhead recommends  Windows Vista® Home Premium.


